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Power consumption of typical switching circuits of intercoms «Metakom». 

 
The power consumption of a typical intercom switching circuit MK10.2-TM4E  

 Supply voltage, V 18 

Intercom МК10-ТМ4Е Current consumption, mA 180 

 Power consumption, W 3,24 

Electromagnetic  Supply voltage, V 12 

Lock Current consumption, mA 600 

ML450 Power consumption, W 7,2 

Total, W:  10,44 
The power consumption per month (31 days) is 7.8 kW / h ((10.44W x 24 x 31) / 1000 = 7.8 kW / h) 
 

The power consumption of a typical intercom switching circuit МК20.2-ТМ4Е  
 Supply voltage, V 18 

Intercom МК20-ТМ4Е Current consumption, mA 180 

 Power consumption, W 3,24 

Electromagnetic Supply voltage, V 12 

Lock Current consumption, mA 600 

ML450 Power consumption, W 7,2 

Total, W:  10,44 
The power consumption per month (31 days) is 7.8 kW / h ((10.44W x 24 x 31) / 1000 = 7.8 kW / h) 
 

The power consumption of a typical intercom switching circuit МК2003.2-ТМ4E  

Intercom Supply voltage, V 18 

МК2003.2-ТМ4E, Current consumption, mA 160 

switch СОМ-80 Power consumption, W 2,88 

Electromagnetic Supply voltage, V 12 

Lock Current consumption, mA 600 

ML450 Power consumption, W 7,2 

Total, W:  10,08 
The power consumption per month (31 days) is 7.5 kW / h ((10.08W x 24 x 31) / 1000 = 7.5 kW / h) 
 

The power consumption of a typical intercom switching circuitМК2008.2-ТМ4Е  

Intercom 
Supply voltage, V 18 

 

Current consumption, mA 250 
 

МК2008.2-ТМ  

Power consumption, W 4,5 
 

 
 

Electromagnetic Supply voltage, V 12 
 

Lock Current consumption, mA 600 
 

ML450 Power consumption, W 7,2 
 

Total, W:  11,7 
 

The power consumption per month (31 days) is 8.7 kW / h ((11.7W x 24 x 31) / 1000 = 8.7 kW / h)  
The power consumption of a typical intercom switching circuit МК2012-ТМ4E  

Intercom Supply voltage, V 18 

МК2012-ТМ4E, Current consumption, mA 160 

switch СОМ-80 Power consumption, W 2,88 

Electromagnetic Supply voltage, V 12 

Lock Current consumption, mA 600 

ML450 Power consumption, W 7,2 

Total, W:  10,08 
The power consumption per month (31 days) is 7.5 kW / h ((10.08W x 24 x 31) / 1000 = 7.5 kW / h) 
 

The power consumption can vary depending on the modification of the intercom or connected optional 

equipment. The calculation of the power consumption in this case is analogous to the above procedure. 
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